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Features and Benefits
  Secure vial attachment with finned arms

  Safe, needle-free penetration
  0.22µm vent filter for assured sterile venting

applications

 Swabable luer valve for precise aspiration of
small doses

 Spike cap to reduce risk of touch
contamination

*data available on request

Scan Me for Web Page

Vented Spike 
with  
Neutraclear™ Connector
Ideal for needle-free venting of hazardous drugs from 20mm vials, the integrated Neutraclear™       
Bi-directional connector provides a smooth swabable surface for easy disinfection. Safe and easy to 
use, the NeutraClear™ connector prevents the risk of drip contamination. Low priming volume 
makes this compact device suitable for paediatric doses. 

Syringes Venting and Transfer Devices

Ordering Information
IV0509
Vented Spike w/ Neutraclear™ Connector
20mm • sterile • 40pcs/pck

IV0509

Enquire
today for
TRIAL 
samples
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IV0509

Housing material Polyoxymethylene (POM); Polycarbonate (PC), Silicone (Si); Acrylonitrile butadiene styrene (ABS

Vent Filter  0.22µm Oleo-hydrophobic

Adapter diameter 20mm

Properties

Length 7cm

Maximum injection pressure

Back pressure                                                             2.6 bars (37 psi)

Flow rate >50ml/min

Residual volume 0.14ml

Luer access Swabable luer lock connection 

Packaging Individually blister packed; 40 x blisters per pack

Sterilisation            ETO

Compliance CE marked (MDD)

Shelf Life 35 months from date of manufacture
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Personal Protection Equipment

Technical Data

AQL

Allergen

Packaging

Processing

Compliance CE marked;  Categrory 3 PPE; EN374:2003 Parts 1-3; ASTM-D; ASTM F1671 (Virus test)
Shelf Life

Permeation1) tested for numerous chemicals in accordance with DIN EN 374 Part 3 (12/03). Full protection glove (with symbol: 
Erlenmeyer flask) - GLK = Diethylamine, 96% sulphuric acid, 40% sodium hydroxide. Breakthrough times2) [min] / performance 
classes3) (1-6) were established for the following chemicals: 

Chemical Breakthrough time [min] Performance class

Bleomycins 3 mg/ml > 180 4
Carboplatin 10 mg/ml > 90 3
Carmustine 4 mg/ml 75 3
Isopropanol 70% > 30 2
Isopropanol 70 % + Carmustine 4 mg/ml > 120 4
Cisplatin 50 mg/ml > 120 4
Cyclophosphamide Monohydrate 75 3
Dox20 mgoru/bmilcin hydrochloride 1 mg/ml > 120 4
Daunorubicin hydrochloride 1,5 mg/ml > 60 3
5-fluorouracil 1,5 mg/ml 30 2
Methotrexates 2mg/ml > 120 4
Mitomycin 1mg/ml  90 3
Vinblastines 1mg/ml > 180 4
Vincristines 1mg/ml > 120 4
Sulphuric acid 40% > 480 6
Sulphuric acid 96% > 30 2
Sodium hydroxide 10% > 480 6
Sodium hydroxide 30% > 480 6
Sodium hydroxide 40%  90 3
Glutaraldehyde 5% > 480 6
Diethylamine (undiluted)  45 2
Hydrogen peroxide 30% > 120 4

1) Movement of a chemical through a material on a molecular level.
2) At a permeation rate of 1 µg/min•cm²
3)  The performance class does not reflect the actual duration of protection at the workstation. 

Permeation Data - (Protection from Chemical Hazards)

Berner Latex Glove - Poly-packaging
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Personal Protection Equipment

Technical Data
Material Natural Latex (powder-free)
Colour Blue
AQL 1.0 (Water test)
Flexibility Performance Level 5 (DIN EN 420:2003)
Protein 17µg/g (Extremely Low)
Allergen <0.5µg/g (Very Low)

Packaging
1 x pair per sterile pouch; 10 x pouches per sterile outer polybag; 20 x sterile outer bags per 
shipping carton (see below illustration)

Processing Processed in an ISO Class 4 environment
Sterilisation Gamma sterilised
Compatibility ISO Class 4 & EU GMP Grade A operating conditions
Compliance CE marked;  Categrory 3 PPE; EN374:2003 Parts 1-3; ASTM-D; ASTM F1671 (Virus test)
Shelf Life 5 years from the date of manufacture 

Permeation1) tested for numerous chemicals in accordance with DIN EN 374 Part 3 (12/03). Full protection glove (with symbol: 
Erlenmeyer flask) - GLK = Diethylamine, 96% sulphuric acid, 40% sodium hydroxide. Breakthrough times2) [min] / performance 
classes3) (1-6) were established for the following chemicals: 

Chemical Breakthrough time [min] Performance class

Bleomycins 3 mg/ml > 180 4
Carboplatin 10 mg/ml > 90 3
Carmustine 4 mg/ml 75 3
Isopropanol 70% > 30 2
Isopropanol 70 % + Carmustine 4 mg/ml > 120 4
Cisplatin 50 mg/ml > 120 4
Cyclophosphamide Monohydrate 75 3
Dox20 mgoru/bmilcin hydrochloride 1 mg/ml > 120 4
Daunorubicin hydrochloride 1,5 mg/ml > 60 3
5-fluorouracil 1,5 mg/ml 30 2
Methotrexates 2mg/ml > 120 4
Mitomycin 1mg/ml  90 3
Vinblastines 1mg/ml > 180 4
Vincristines 1mg/ml > 120 4
Sulphuric acid 40% > 480 6
Sulphuric acid 96% > 30 2
Sodium hydroxide 10% > 480 6
Sodium hydroxide 30% > 480 6
Sodium hydroxide 40%  90 3
Glutaraldehyde 5% > 480 6
Diethylamine (undiluted)  45 2
Hydrogen peroxide 30% > 120 4

1) Movement of a chemical through a material on a molecular level.
2) At a permeation rate of 1 µg/min•cm²
3) The performance class does not reflect the actual duration of protection at the workstation. 

Permeation Data - (Protection from Chemical Hazards)

Berner Latex Glove - Poly-packaging
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Syringes Venting and Transfer Devices

2 bars (29 psi) at a rate of 10ml/s

Disinfectable Surface; Latex-free




